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Items Required to update your radio: 

• AnyTone AT-D878uv Radio 

• AnyTone Factory Programming Cable 

• Windows PC Computer with an Internet connection 

 

 

 

Download the following and save to a folder on you PC: 

• CPS 

• USB Cable Driver 

• Firmware Update 

• Baseband Update 

 

Anytone updated Computer Programming Software and Firmware updates can easily 

be download from the Powerwerx main website. 

https://powerwerx.com/help/software-downloads 

 

Install the following: 

• USB Cable Driver 

• CPS Computer Programming Software 

• Baseband Updater Software  

Please note: Prior to installing the new included Baseband Updater make sure all 

older previous version is uninstalled. 

 

 

  

https://powerwerx.com/help/software-downloads
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• Put the radio into Baseband programming mode press and hold the # key and 

the blue top button while powering the radio on. 
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• Open the SCT_PORT Host Controller Software and Select SCT3258 Mode 
 

 

• Select from the top tool bar Tools and then Config 
 

 

 

• Select your  proper Com Port Index (This may be different from computer to 

computer) 
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• Select from the top tool bar SCT_PORT Tab FLASH UPDATE. 

 

 

 

 

• Select Init Port 
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• After selecting Init Port you will get “Init Port Successful” 

 

 

 

• Select the […] to find the folder where you have downloaded and saved the 

Update Files 
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• Select the file “SCT3258TD_UpdateFlash_V2_01_07BA_20190822.hex” 

 

 

 

• After selecting the update file. Select FLASH UPDATE. When completed you will 

get Download Flash Completed! 
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• Select EXIT. Reset the radio by power cycling the radio. Do this by turning the 

radio off and then back on again. 

• Open the Computer Programing Software CPS. At the Top Tool Bar Select SET 

 

 

• Select your COM Port 
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• At the top tool bar Select PROGRAM and then READ FROM RADIO 

 

 

 

• Select OK from Read data from radio. Do you wish to continue? 
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• Select OTHER Data from the Read or Write objects window 

 

 

 

• After Read from radio is successful, Select OK 
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• You will need to put the radio in Firmware Update mode to do this: Press and 

hold the PTT key and PF3 key (top alarm key) at the same time, power on radio, 

the red LED will begin blinking.  

 

• In CPS ->Tool -> Firmware and Icon Update, choose “Open Update File” and 

select the FW or Icon SPI file you want to update to:  

 

•   Click Open Update File and choose appropriate SPI file: 

D878UV_V1.16_201901122.spi 

 

 

 

 
 

• Click Write to update the radio to the latest firmware. After the Firmware update, 

the radio should return to normal display on screen.  
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• After updating the firmware, you will need to reset to the radio Main Control Unit 

(MCU) as follows:  

o Power off the radio first.   

o Then while holding down the PTT and the PF1 button down at the same 

time, Power the radio ON *** Please Wait and do not turn the radio off 

while it restarts ***  

o The radio will start up and the display will show:  

▪ Select the Green menu key to confirm the MCU Reboot / 

Initialization  

▪ After the MCU reboot is confirmed, you will have to set the time 

zone, date and time and information as follows: Use the P1 key to 

scroll or navigate through the GMT date / time fields. Note the 

active field for data set will be shown in Red text. Up and Down 

arrow keys will allow you to change the information in the fields. 

AFTER you have all the correct information entered, use the Green 

menu key to confirm the settings and the radio will restart.  

 

• You will now have to reload your radio’s code plug as the final process. 

• At the top tool bar Select PROGRAM and then Write To RADIO 
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• Select OK from Write data from radio. Do you wish to continue? 

 

 

 

 

• Select OTHER Data from the Read or Write objects window 

 

 

 

• After Write to radio is completed Select OK 

 

 

 

Now your Anytone radio has the current 1.16 firmware version and updated Baseband 

update.  

 


